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Octagon Cathedral 1-A     
Transmission Line Loudspeaker  
The Cathedral 1-A  is a very compact transmission line loudspeaker wit h a 
stunning performance for its size.  The sound quali ty of this speaker is quite 
outstanding having a large scale with no hint of bo xiness and having a 
characteristic smoothness. The high quality LF unit  provides clarity, musicality, 
and an extended bass response, seldom achieved in o ther designs. This 
loudspeaker has a very linear response and excellen t phase characteristics, and 
will not disappoint 
 
 The Cathedral 1-A can be used in relatively small rooms, but will also perform 
well in much larger rooms. 
 
FEATURES 
 

�  Enclosure                                   Critica lly damped transmission line 
�  LF/mid speaker unit                  127mm DPC cone d, with 76mm voicecoil 
�  HF speaker unit                          27mm texti le  
�  Crossover                                   4KHz  2 nd order ,optimised  
�  Internal wiring                            PTFE ins ulated silver plated wire  
�  External connections                single or bi-wi re/amp options 
�  Stabilising plinth with spikes 
�  Min room size                            10ft  x 12 ft  
�  Finishes                                      teak,  mahogany, oak, ash wood veneer 

                                                                     Black lacquer  
 
SPECIFICATIONS 
 

�  Nominal Impedance                  8 �  
�  Power  handling                        200 watts ma x  
�  Sensitivity  SPL                         86 dB 
�  Frequency Response               34Hz-22Khz  
�  Frequency Linearity                  +/- 1.5db (250 hz to 22khz) 
�  Overall Dimensions (mm)         810(h) x191(w)x261( d)  

 
 

�  Price: £1700.00/ pair ( VAT inclusive but excluding  delivery)   
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Octagon Cathedral 1-B 
Transmission Line Loudspeaker  
This is the new magnesium coned version of the high ly acclaimed Cathedral 1b  
transmission line loudspeaker. The excellent new Ma gnesium coned driver is 
partnered with an Aluminium dome tweeter, resulting  in an excellent full range 
speaker with a superbly extended but controlled bas s, and a pure but detailed 
and smooth midrange and treble.  This speaker has a  very linear response with, 
low distortion and excellent phase characteristics and can be used in relatively 
small rooms but will also perform well in much larg er ones.  
 
FEATURES 
 

�  Enclosure                                 Criticall y damped transmission line 
�  LF/mid speaker unit                127mm Magnesium cone, diecast chassis  
�  HF speaker unit                       27mm textile  
�  Crossover                                3KHz  2nd order,optimised  
�  Internal wiring                          PTFE insul ated silver plated wire  
�  External connections              single or bi-wire /amp options 
�  Stabilising plinth with spikes 
�  Min room size                          10ft  x 12ft   
�  Finishes                                   teak, ma hogany, oak, ash wood veneer 

                                                                   black lacquer 
 
SPECIFICATIONS 
 

�  Nominal Impedance                  8 �  
�  Power  handling                        200 watts ma x  
�  Sensitivity  SPL                         86 dB 
�  Frequency Response               33Hz-22Khz  
�  Frequency Linearity                 +/- 1.5db (250h z to 22khz) 
�  Overall Dimensions mm          810(h)  x191(w)x261( d)  

 
 

�  Price: £1600.00 pair (VAT inclusive but excluding d elivery)   
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Octagon Cathedral 1-C  
Transmission Line Loudspeaker 
 
The Cathedral 1-C  is a new magnesium coned version of the highly accl aimed 
Cathedral 1a transmission line, but replaces the me tal coned HF unit of the 1-B 
with a ribbon tweeter. The excellent new Magnesium coned driver is partnered 
with an advanced ribbon tweeter and results in a ve ry linear response and 
fast transparent sound. The combination of these tw o units gives an excellent 
full range speaker with a superbly extended but con trolled bass, and a pure, 
detailed and transparent midrange and treble having  a very linear response with, 
low distortion and excellent phase characteristics.  There is a naturalness to 
these Magnesium cones that is quite outstanding and  very appealing, and this 
stunning new speaker can be used in relatively smal l rooms as well as larger 
ones.  
 
FEATURES  
 

�  Enclosure                                Critically  damped transmission line 
�  LF/mid speaker unit                127mm Magnesium cone, diecast chassis  
�  HF speaker unit                       Ribbon  
�  Crossover                                3.5KHz  2n d order,optimised  
�  Internal wiring                         PTFE insula ted silver plated wire  
�  External connections             single or bi-wire/ amp options 
�  Stabilising plinth with spikes 
�  Min room size                           10ft  x 12f t  
�  Finishes                                     teak, mahogany, oak, ash wood veneer  

                                                                   black lacquer 
 
SPECIFICATIONS 
 

�  Nominal Impedance                   8 �  
�  Power                                          150 watts max  
�  Sensitivity  SPL                           86 dB 
�  Frequency Response...              33Hz-22Khz  
�  Frequency Linearity                   +/- 1.5db (25 0hz to 22khz) 
�  Overall Dimensions mm            810(h)  x191(w)x26 1(d)  

 
�  Price: £1600.00 pair ( VAT inclusive excluding deli very)   
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Octagon Cathedral  II-A  
Transmission Line Loudspeaker 

The  Octagon Cathedral  II-A  is a classic transmission line loudspeaker that 
uses a superb new Kevlar / paper LF unit with a die cast chassis, and large 
shielded magnet assembly. This provides an excellen t bass and a smooth but 
pure mid band. This new LF unit is now teamed up wi th a 27mm textile dome with 
Sonotex surround, giving the speaker a fast, transp arent, but dynamic and 
musical sound with a very linear response and excel lent phase characteristics.  

This very fine speaker has high sensitivity, excell ent projection, imaging and 
bass response, and has a transparency, musicality, and clarity that is rarely 
achieved in a speaker of this size. This speaker re ally allows the music to 
breathe and the quality of sound is quite exception al in its class.  

FEATURES 

�  Enclosure                               Critically damped transmission line 
�  LF/mid speaker unit              165mm Kevlar/paper  cone, diecast chassis 
�  HF speaker unit                     27mm textile do me          
�  Crossover                               3.2KHz 2nd order ,optimised  
�  Internal wiring                        PTFE insulat ed silver plated wire  
�  External connections            single or bi-wire/a mp options 
�  Stabilising stand with spikes  

�  Min room size                         14ft  x 12ft  
�  Finishes                                  teak, mah ogany, oak, ash wood veneer  

                                                                  Black lacquer  
 
 
SPECIFICATIONS 
 

�  Nominal Impedance                8 �  
�  Power  handling                     150 watts max  
�  Sensitivity                                89 dB 
�  Frequency Response...          29Hz-22Khz  

�  Frequency Linearity                +/- 1.5db (250hz  to 22khz)  
�  Overall Dimensions mm         903(h)  x230(w)x350(d )  

 
�  Price: £1800.00 pair (VAT inclusive but excluding d elivery)   
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Octagon Cathedral II-B 
Transmission Line Loudspeaker 

The Cathedral II-B is a compact transmission line u sing the a superb 
new magnesium coned bass unit with a ultra-light bu t stiff cone, smooth 
response, sturdy cast chassis, and large shielded m agnet assembly. Combined 
with an aluminium dome tweeter having excellent com patibility with the LF unit 
and providing a very smooth response, and near perf ect phase characteristics.. 
All this is obtained without harshness ensuring tha t this is a speaker you can 
listen to all day without fatigue.  The SPL respons e is extremely smooth giving a 
well balanced and natural sound quality. 

FEATURES 

�  Enclosure                                 Criticall y damped transmission line 
�  LF/mid speaker unit                152mm Magnesium cone, diecast chassis 
�  HF speaker unit                       27mm textile dome          
�  Crossover                                 3KHz 2nd order ,optimised  
�  Internal wiring                          PTFE insul ated silver plated wire  
�  External connections              single or bi-wire /amp options 
�  Stabilising stand with spikes  

�  Min room size                          14ft  x 12ft   
�  Finishes                                      teak,  mahogany, oak, ash wood veneer  

                                                                     Black lacquer 
 

SPECIFICATIONS 

�  Nominal Impedance                 8 �  
�  Power                                        150 wa tts max  
�  Sensitivity  SPL                        88 dB 
�  Frequency Response               27Hz-22KHz  
�  Frequency Linearity                 +/- 1.5db (250h z to 22khz) 
�  Overall dimensions mm           903(h) x230(w)x350( d)  

 
�  Price: £1800.00 pair (VAT inclusive but excluding d elivery)  
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Octagon Cathedral II-C 
Transmission Line Loudspeaker 

The Cathedral II-C  is a compact transmission line using a superb new  6” LF unit 
with a smooth response, and a  high quality ribbon tweeter which ensures a  fast 
and transparent sound. The advantage of the ribbon is a 10 x better mass to 
magnetic flux ratio over most dome tweeters.  

The Cathedral II-C  is a further development of the Cathedral II-A  having the same 
large scale, open sound quality, a very natural mid range, and an extended bass. 
The high frequencies have an ambience and sense of realism which is seldom 
heard with conventional tweeters.  All this is achi eved without harshness 
ensuring that this is a speaker you can listen to a ll day without fatigue. The SPL 
response is extremely smooth and extended giving a well balanced and natural 

sound . 

FEATURES 
 

�  Enclosure                                 Criticall y damped transmission line 
�  LF/mid speaker unit                152mm Magnesium cone, diecast chassis 
�  HF speaker unit                       High performa nce ribbon          
�  Crossover                                 2.8KHz  2 nd order,optimised  
�  Internal wiring                          PTFE insul ated silver plated wire  
�  External connections              single or bi-wire /amp options 
�  Stabilising stand with spikes  

�  Min room size                          14ft  x 12ft   
�  Finishes                                      teak,  mahogany, oak, ash wood veneer  

                                                                     Black lacquer 
 

SPECIFICATIONS 

�  Overall Impedance                     8 �  
�  Power                                          150 watts max  
�  Sensitivity   SPL                         88 dB 
�  Frequency Response...              27Hz-40Khz  
�  Frequency Linearity                   +/- 1.5db (25 0hz to 22khz) 
�  Overall Dimensions mm            903(h) x230(w)x350 (d)  

 
�  Price: £1900.00 pair (VAT inclusive but excluding d elivery)  
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Octagon Cathedral  IIIa  
  Transmission Line Loudspeaker 

The Cathedral IIIa is a full size transmission line  using a triple folded line and a 
superb new advanced 8” Kevlar/paper LF unit witha s mooth response, large 
shielded magnet system and strong die-cast chassis.  Combined with a 
superb 27mm textile dome tweeter with Sonotex surro und, these two drivers 
have been engineered to give a very fine speaker wi th a near textbook response.  
Combined with high sensitivity with low distortion and excellent dynamic range, 
the resulting sound is impressive, with huge scale and excellent treble and 
midrange detail. The sound is clean detailed, dynam ic and open whilst remaining 
smooth and natural with an extended but well contro lled bass response.    

FEATURES 

�  Enclosure                               Critically damped transmission line 
�  LF/mid speaker unit              200mm  Kevlar/pape rcone, diecast chassis 
�  HF speaker unit                     27mm textile do me          
�  Crossover                               2.8KHz  2nd  order,optimised  
�  Internal wiring                        PTFE insulat ed silver plated wire  
�  External connections            single or bi-wire/a mp options 
�  Stabilising stand with spikes  

�  Min room size                          16t  x 12ft  
�  Finishes                                   teak, ma hogany, oak, ash wood veneer   

                                            Black lacquer  
 

SPECIFICATIONS 

�  Nominal impedance              8 �  
�  Power  handling                        200  watts m ax  
�  Sensitivity   SPL                        89 dB 
�  Frequency Response               27Hz – 22Khz  
�  Frequency linearity                   +/- 1.5dB (25 0Hz- 20KHz) 
�  Overall dimensions mm            960(h) x 275(w) x4 00(d)  

 
 

�  Price: £2100.00 pair (VAT inclusive but excluding d elivery)  
 
 
  

 



���������	
��
����
���
���������
��
������������� �
 

���������	
��
����
��������������������������
�
� �!"#$�%���"��#����& �!"#$�'"!��%�#�
(
����
 � )))���������*
��
����
�����+ ��

,������
��-��������*
��
����
�����+�

Octagon Cathedral  IV-A  
Transmission Line Loudspeaker 
 
A large 3 way Transmission Line using a 10" LF unit  with high sensitivity, 
smooth response,  large 5" magnet, and very stiff  coated paper cone, a high 
performance 3" dome  midrange unit with excellent d ispersion capabilities  
and superbly detailed sound, and an unsurpassed 1" textile dome HF unit.  The 
sound quality of this speaker is awesome with huge scale and extended bass, 
but with a superbly natural detailed  mid-band and treble.  
 
The speaker is suitable for the larger room i.e. 18 ft by 12 ft upward. The sound 
quality is quite exceptional with a large scale pre sentation, clarity, and a sense of 
atmosphere and occasion which is rarely achieved wi th speakers  in this class  
The extended bass response of the Cathedral IV-A al lows you to hear the 
ambience of the concert hall, something that will n ot be achieved with smaller or 
inferior speakers.  
 
FEATURES 
 

�  Enclosure                               Critically damped transmission line 
�  LFspeaker unit                       250mm DPC cone , diecast chassis 
�  Mid range speaker unit          76mm dome 
�  HF speaker unit                     27mm textile do me          
�  Crossover                               2nd order a t 500htz and 4khtz, optimised 
�  Internal wiring                        PTFE insulat ed silver plated wire  
�  External connections            single or bi-wire/a mp options 
�  Stabilising stand with spikes  
�  Min room size                          18ft  x 12ft   

�  Finishes                                   teak, ma hogany, oak, ash wood veneer  
                                                                   Black lacquer  
 
SPECIFICATIONS 
 

�  Nominal Impedance                  6 �   
�  Sensitivity SPL                          90 dB  
�  Power Handling                        150 watts  
�  Frequency Response               22htz - 22khtz  
�  Frequency Linearity                 +/- 0.8dB (250H z – 22KHz) 
�  Overall Dimensions (mm)        1080H  x 320W x 400D  

 
�  Price: £2500 pair (VAT inclusive but excluding deli very)  
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Octagon Cathedral  IV-B  
Transmission Line Loudspeaker 

The Cathedral IV-B  is a full size transmission line using a superb new  10"  Kevlar 
LF unit with high sensitivity and smooth response, and a high performance 5" 
magnesium coned unit with its superbly smooth but d etailed sound, and a 
highly acclaimed  top quality Ribbon tweeter .  

The sound quality of this speaker which has been de veloped using superb 
quality components - is quite exceptional with a la rge scale presentation, clarity 
and transparency.  This speaker has the advantage o f the extended but very 
controlled, dynamic, transmission line bass. 

The Cathedral IV-B, has  a superbly extended but co ntrolled bass and a precise, 
transparent and fast midrange and treble but still maintaining the smoothness 
and scale of the  Cathedral IV-A   

This speaker can be used in smaller rooms than the IV-A, and is the ultimate in 
ambience, detail, and transparency thus demanding g ood partnering equipment, 
such as the Octagon -Ag30 or GlowMaster KT88. The s peaker has been designed 
to give near perfect linearity and phase response.  

FEATURES 
 

�  Enclosure                               Critically damped transmission line 
�  LFspeaker unit                       250mm Kevlar/p aper cone, diecast chassis 
�  Mid range speaker unit         76mm Magnesium dome 
�  HF speaker unit                     High quality ri bbon          
�  Crossover                              700hz and 4K hz 2nd order, optimised 
�  Internal wiring                        PTFE insulat ed silver plated wire  
�  External connections            single or bi-wire/a mp options 
�  Stabilising stand with spikes  
�  Min room size                          16ft  x 12ft   

�  Finishes                                  teak, mah ogany, oak, ash wood veneer  
                                                                  Black lacquer  
 
SPECIFICATIONS 
 

�  Nominal Impedance                8 �   
�  Sensitivity SPL                        91 dB  
�  Power Handling                       200 watts  
�  Frequency Response              23htz - 30khtz  
�  Frequency Linearity                +/- 0.8dB (250Hz  – 22KHz) 
�  Overall Dimensions (mm)       1080H  x 320W x 400D 

 
�  Price: £2750.00 pair  (VAT inclusive but excluding delivery)  
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Octagon High Efficiency Twin-Tower speakers  
When considering speakers for high efficiency the m ulti driver approach has 
many advantages i.e. being relatively small,  5" dr ivers have a distinct midrange 
advantage over say a single 10", and the Octagon Tw in-Tower  is able to produce 
a very respectable bass extension (45htz in a 31 li tre enclosure). A single high 
efficiency 10" unit would be struggling to produce the same amount of bass in 
an enclosure of double that size without some form of bass equalisation.  
 
The Twin-Tower has a superbly detailed and dynamic sound with astonishing 
scale, and full controlled bass, It is an easy load  to drive for any amplifier 10 
watts or upwards. The Twin-Tower uses no less than 4 excellent 5" LF /midrange 
units with their shielded magnets, treated paper co ne, and stiff polymer chassis. 
The advantage of the polymer chassis with its integ rated gasket is that virtually 
no driver vibration is conducted back to the cabine t resulting in a minimum of 
colouration.  
 
The combination of these units together with a new shielded 27mm dome HF unit 
results is a speaker with very low distortion and v ery linear response, which is 
an overall flat response. The fact that the HF unit  has a high definition dome and 
cooling holes in the aluminium former means that it  can operate without ferro-
fluid. This ensures a very fast response and an exq uisitely detailed sound 
 
FEATURES 
 

�  Enclosure                               Critically tuned reflex enclosure 
�  LF/mi drange speaker unit     5 x 127mm DPC coned polymer  chassis            
�  HF speaker unit                     27mm textile do me 
�  Crossover                              3KHz 2 nd order  optimised 
�  Internal wiring                        PTFE insulat ed silver plated wire  
�  External connections            single or bi-wire/a mp options 
�  Stabilising stand with spikes  
�  High efficiency                       amps 10W will  drive them 
�  min room size                       10 x 12ft or eq uivalent 

�  Finishes                                  teak, mah ogany, oak, ash wood veneer  
                                                                  Black lacquer  

�  Overall Dimensions mm        1060 (h) x 190 (w) x 2 50(d) 
�   

SPECIFICATIONS 

�  Nominal Impedance                8 �   
�  Sensitivity SPL                        92dB 
�  Frequency Response              45hz - 22khz 
�  Response Linearity                 +/- 1.5dB (250Hz  – 20KHz) 

 
�  Price: £1650.00 pair (VAT inclusive but excluding d elivery)  
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Octagon Chapel I Stand Mount Loudspeakers 
A 13 litre Rear ported High Quality loudspeaker usi ng a superb new 6.5" double 
magnet composite polypropylene cone unit, together with an excellent,  fast and 
transparent ribbon tweeter.  
 
The sound quality of this speaker is excellent comb ining smoothness, with 
accuracy and transparency over the entire audible r ange. Because of its low 
distortion and accuracy this speaker is suitable fo r monitoring purposes.  
 
This is quite simply one of the best speakers in it s class giving a complete 
musical sound covering a large bandwidth between 38 hz and 30khz . 
 
FEATURES 
 

�  Enclosure                               Closed box 
�  LF/midrange speaker unit     165mm composite cone ,  diecast chassis 
�  HF speaker unit                     ribbon  
�  Crossover                              3.5KHz 2 nd order  optimised 
�  Internal wiring                        PTFE insulat ed silver plated wire  
�  External connections            single or bi-wire/a mp options 

�  Finishes                                  teak, mah ogany, oak, ash wood veneer  
                                                                  Black lacquer  

�  Overall Dimensions mm        370 (h) x 220 (w) x 25 5(d)  
 
SPECIFICATIONS 

�  Nominal Impedance               8 �   
�  Sensitivity  SPL                      92dB 
�  Frequency Response             38hz -30khz 
�  Response Linearity               +/- 1.5dB (250Hz –  20KHz) 

 
�  Price: £1250 pair (VAT inclusive, excluding deliver y) 
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Octagon Chapel II Stand Mount Loudspeakers 
The  Chapel II is a compact 5 litre Infinite Baffle  monitor quality speaker using a 
new  Kevlar shielded 5"bass unit with an excellent new  ribbon  tweeter. 
 
This speaker gives an astonishing large scale perfo rmance for its size with a 
good tight bass, smooth but detailed mid-band and a  transparent but delicate 
treble.  
 
This speaker can be freestanding or placed close to  a rear wall or corner.  
The Chapel IIs will compete with the very best of s mall speakers giving a smooth 
and very natural sound. 
 
FEATURES 
 

�  Enclosure                               Closed box 
�  LF/midrange speaker unit     127mm Kevlar cone , di ecast chassis 
�  HF speaker unit                     ribbon  
�  Crossover                               4KHz 2 nd order  optimised 
�  Internal wiring                        PTFE insulat ed silver plated wire  
�  External connections            single or bi-wire/a mp options 

�  Finishes                                  teak, mah ogany, oak, ash wood veneer  
                                                                  Black lacquer  

�  Overall Dimensions mm        280 (h)  x 180 (w) x 1 74(d) 
 
SPECIFICATIONS 

�  Nominal Impedance                       8 �   
�  Sensitivity                                       S PL 86dB 
�  Frequency Response                    70hz - 30khz 
�  Response Linearity                        +/- 1.5dB  (250Hz – 20KHz) 

 
�  Price: £800.00 pair (VAT inclusive, excluding deliv ery) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 



���������	
��
����
���
���������
��
������������� �
 

���������	
��
����
��������������������������
�
� �!"#$�%���"��#����& �!"#$�'"!��%�#�
(
����
 � )))���������*
��
����
�����+ ��

,������
��-��������*
��
����
�����+�

OCTAGON Ag-30 push-pull all tube 30W monobloc 
amplifier 
 
This new amplifier has been designed and built to s atisfy the requirements of 
loudspeakers with average sensitivity in the range 88 -90dB. 
 
Based on a small footprint design – this amplifier is an ultra-linear design based  
on the classic Williamson circuit – but incorporati ng modifications that bring this 
design compete with the best.  
 
 Each monobloc uses an over-specified tube-rectifie d power supply, which 
effortlessly provides the power required, providing  an improved midband 
performance. Likewise the oversized output transfor mer delivers a distortion free 
signal – ensuring low distortion and excellent dyna mics  
 
Hand selected  components, and accurately matched K T88 output tubes make 
this amplifier a good match for the Octagon Transmi ssion loudspeaker range 
 

�  Clean, aesthetic design, - with small footprint 
�  Selected Audiophile Components for optimum performa nce 
�  Massive power supply – excellent transient performa nce with no 

clipping 
�  Oversized output transformer – ensures superior dyn amics at low 

distortion  
�  Point to point wiring with no printed circuits to c olour the sound 
�  All-tube design – no solid state components used en suring good sound 

quality  
�  Tube rectification ensures improved mid-band perfor mance 
�  ECC82  low noise input stage 
�  6SN7 phase splitter giving a sound texture with an unparalleled 

richness 
�  Hand matched JJ KT88 output  tubes 
�  Class A – for “pure” audio sound, ideal for Vinyl / SACD sources  
�  Fixed bias – no fiddling with potentiometers to bal ance output tubes 
�  Output 30 W RMS (ultra linear mode)  
�  Suitable for 16, 8 & 4 ohm loudspeaker systems 
�  Drives all types of high efficiency loudspeakers (h orn loaded/ 

transmission line favoured) 
�  Frequency response better than 20Hz  - 20KHz +/- 0 – 0.5dB 
�  Total Harmonic Distortion less than 0.1% (1KHz) 

 
�  Full UK 1 year guarantee (return to base)  
�  Hand built within the UK by qualified electronics t echnicians  
�  Suitable for all high quality audio sources (CD/SAC D, DAB/FM, phono) 
�  CE certified universal mains power input 100, 110, 120, 200, 220, 240 

VAC 50/60 Hz. 
�   
�  30 day home trial available 
�  Dimensions :   
�  Weight 20Kg (50lbs)   
�  Price:    POA 
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OCTAGON PERFECTION all tube Preamplifier 
 
This preamplifier meets the requirements where low level signals from mm (or 
mc cartridges) and high level signals from CD /SACD  players can be seamlessly 
inputted into low sensitivity power amplifiers such  as the Octagon Ag-20 
monobloc or the GlowMaster amplifiers. Please note that mc cartridges will 
require a step-up transformer or a mc amplifying st age. 
 
The preamplifier uses twin triodes throughout- and represents the very best in 
tube preamplifier topography – yielding a ruler fla t response between 10Hz and 
90KHz  
 
FEATURES 
 

�  1 x mm phono input, RIAA equalised  
�  4 x line level  phono inputs  
�  Minimalist design 
�  Regulated High voltage and tube heater supply 
�  High quality military grade selector switch 
�  Alps Blue volume control 

 
�  Price and availability TBA  
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OCTAGON HOME CINEMA SYSTEM 1 

This speaker system is designed to complement a hom e cinema system  where 
superior sound quality is required. It comprises of   a pair Octagon HCI stand 
mount  front speakers, an Octagon HC2 Centre Speake r, a pair of Octagon HC3 
flat panel speakers and an Octagon HC4 Thunder sub woofer.The performance of 
this system on Dolby Pro Logic and DTS encoded soun dtracks is quite 
extraordinary – and is audibly superior to the majo rity of other commercially 
available systems irrespective of price.  

Octagon HCI Stand mount  speaker 
 The sound quality of this speaker is large scale pr oviding a clean, clear sound and a smooth 
but dynamic presentation with no listener fatigue.                                                                                                

�  Nominal Impedance               8 �  
�  Dimensions mm                            450hx170wx 242d 
�  Capacity litres                              11 
�  Crossover point htz                      3k,2nd ord er  
�  Sensitivity db SPL                         86-87 
�  Frequency Response                    38Hz – 22KHz 

 
Octagon HC2 Centre Speaker 
The HC2 Centre has a very flat frequency response t hat extends down below 
38htz and up to 20khtz giving a very extended bass for such a small speaker. The 
sound quality is large scale providing clean clear dialogue, a smooth and 
dynamic presentation with no listener fatigue. The Top mount vertical 
configuration gives superior off axis response line arity to the horizontal 
configuration . The HC2 Centre is an outstanding speaker with an ex ceptionally 
clean, transparent, but smooth sound. 
 

�  Nominal Impedance                     8�                  
�  Dimensions mm                           450w x 170h  x 242d 
�  Capacity litres                              11 
�  Crossover point htz                     3k,2nd orde r  
�  Sensitivity SPL                             86-87  db 
�  Frequency Response                   40Hz – 22KHz 

 
Octagon HC3 Flat panel speakers 
The HC3 uses a very light bass cone to ensure a ver y dynamic, detailed, but smooth sound 
with good speech clarity and sensitivity, and a bas s response which extends down to 80htz. 
The overall balance is clean but not bright ensurin g that  the speaker does not become tiring 
to listen to at higher volume levels (as is the cas e with many AV speakers). 
 

�  Impedance                                    8�  
�  Dimensions mm                           400w x 283h  x 105d 
�  Crossover point htz                     3kKHz 2nd o rder  
�  Sensitivity SPL                             88 db 
�  Frequency Response                   80Hz – 22KHz 

 
Octagon HC4 Thunder Subwoofer 
The HC4 is a very compact 25 litre active subwoofer  with an exceptional performance 
delivering superbly controlled low bass .This is po ssible because of equalisation built into 
the crossover circuit. The downward firing 10" bass  unit is the massive 300 watt (peak 
power) speaker unit with its large 5.75" magnet, li near response, and very stiff polypropylene 
talc cone. The combination of these features gives this unit a large force factor resulting in 
superb bass control. 
 

�  Crossover frequency lower    10htz 
�  Crossover frequency higher  40-240htz and LFE 
�  Power Watts                             300 rms 600  peak 
�  Sensitivity                                 fully a djustable 
�  Phase adjustment                    0 and 180 deg 
�  Size mm                                    392(h)x3 26(w)x326(d)  

 
All speakers are available in a range of finishes t o suit. These can be standard wood veneer  
to spray lacquer  

  Price: 2 x HC1 + 1 x HC2 +2X HC3 + 1x HC4 £2365.0 0 (including VAT but 
excluding delivery)  
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OCTAGON HOME CINEMA SYSTEM 2 
This system employs four identical extended range s peakers for the four effects channels, a 
carefully matched centre channel and the incredible  Thunder II sub woofer.  
This system provides the avid Home Cinema enthusias t with an unforgettable acoustic 
experience – that is more than a match for similarl y priced systems found elsewhere 

 
Octagon HC5 Stand mount  speaker  
 The sound quality of this speaker is large scale pr oviding a clean, clear sound and a smooth 
but dynamic presentation with no listener fatigue.   
 

�  11 litre tuned box 
�  Wide frequency response  
�  Magnetically Shielded units 
�  Can be use for both front and rear channel applicat ions 

 
SPECIFICATIONS 
 

�  Nominal Impedance                      8 �  
�  Dimensions mm                            450(h)x170 (w)x242(d) 
�  Crossover point htz                      3k,2nd ord er 
�  Sensitivity db SPL                         86-87  
�  Frequency Response                    38Hz – 22KHz 
�  Linearity                                        +/ - 1.5dB 250Hz – 20KHz 

 
Octagon HC6 Centre Speaker 
The HC6 Centre has a very flat frequency response t hat extends down below 38htz and up to 
20khtz giving an extended bass response seldom foun d in a speaker of this size. 
The sound quality is large scale providing clean cl ear dialogue, a smooth and dynamic 
presentation with no listener fatigue  The sound quality is smooth, clean, detailed and 
entirely natural allowing full enjoyment of both fi lms and music.  
The ultra-light Titanium Dome gives a speed and del icacy which ensures compatibility with 
the best of centre speaker systems. The HC6Centre is an outstanding speaker with an 
exceptionally clean, transparent, but smooth sound.  
 

�  11 litre tuned box 
�  Wide frequency response  
�  Magnetically Shielded units 

 
�  Nominal Impedance                    8 �  
�  Dimensions mm                          450(w) x 170 (h) x 242(d) 
�  Capacity litres                             11 
�  Crossover point htz                    3.5kHz,2nd o rder  
�  Sensitivity SPL                            86-87  d b 
�  Frequency Response                 38Hz – 20KHz 
�  Linearity                                       +/-  1.5dB 250Hz – 20KHz 

 

 
Octagon HC7 Thunder II Subwoofer 
The HC7 is a very compact 45 litre active subwoofer  with an exceptional performance 
delivering superbly controlled low bass .This is po ssible because of equalisation built into 
the crossover circuit. The downward firing 12" bass  unit is the massive 300 watt (peak 
power) speaker unit, linear response, The combinati on of these features gives this unit a 
large force factor resulting in superb bass control . 
 

�  Crossover frequency lower     10htz 
�  Crossover frequency higher   40-240htz and LFE 
�  Power                                        300W R MS 600 W peak 
�  Sensitivity                                 fully a djustable 
�  Phase adjustment                    0 and 180 deg 
�  Size mm                                    420(h)x4 05(w)x405(d) 

 
All speakers are available in a range of finishes t o suit. These can be standard wood veneer  
to spray lacquer  

  Price:  4 x HC5 + 1  x HC6 + 1 x HC7  £.3500.00    (including VAT but excluding                                          
delivery) 

 

 

 
 
 

 
 

 
 
 
 
 
 


